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*
on the Wake Field of a Proton Buneh
A.G. Rugglero
Fermilab, P.C. Box 500, Batavia, IL 60510
Abgstract
We expose In this note the idea on how to accelerate a low
intensity electron or positron bunch, travelling through a
linear rf structure, following at short distance an {ntense
proton bunch which leaves pehind a wake field. Thias device acts
like a tranaformer where two beams are involved: one, made of
protons, at high current and low energy, the other, made of
either electrons or positrons, at low current and high energy.
The twe beamz are coupled electromagnetically to each other by a
specilally designed rf structure made of a long 3equence of
cavities,.
We discuss the ude of this device for the design of an

electron-positron _linear collider at 1 TeV energy per beam and
luminosity 10°? cm 2s !
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Introduction

It has been known for quite scme time that 2 bunched beam In an accelerator, when
crossing an rf cavity, leaves behind a wake ffeld along the gap which cscillates at the
same freguency f[or freguencies) the rf cavity rescnates to, This wake field in general
persists long enough, especlally In the case of cavities with extremely large flgures of
merit, to affect the motion of subsequent bunches and eventually the next turn around the
dame bunch that induced it. This phencmenon is called "beam loading"., It is well
understood and effectively present and vislble in all major acceleratora or storage ring.

In the case of perfectly conductive rf cavities with no dissipative media, the wake
field left behind by a bunch of charged particles i3 made of energy that will never
vanish but will simply oseillate between the inductive and capacitive components
(electric and magnetio forma), trapped between the walls of the cavity. A fraction of 1t
will eventually escape by leaking through the opening at the sides of the cavity into the
neighboring secticns of the vacuum chamber, but most of it will be effectively trapped.
There are only two ways the energy can be dissipated so that the wake field will decay at
some rate. If the walls are made of reaistive material and dissipative media is
introduced, currents will be induced in the metal by the wake field and dissipaticn will
occur as consequence of the ohmie relatiohns. Eventually the energy dissipated from its
¢riginal electro-magnetic form will be all converted in thermal form with a raise of the
temperature of the surrounding. This phenomena i3 also well understood and the figure of

merit (Q) of the cavity gives a measure of the aize of the effect and therefore of the



decay of the wake field.

It is also possible though that a fraction of the wake field energy, before it has
been dissipated cconsiderably, can be recovered by a new bunch of particles following at
short distance the one that has generated the wake field. If we call longitudinal the
direction along the axis of the rf cavities, and we assume both bunches are travelling at
relativiastic speed in this direction, a longitudinal electric field must alac be
generated within the wake field. At the right time interval the phase of this field
component will pe right to apply an energy impulse to the second bunch, that i3 to
accelerate it.

It has also been known for some time that a bunch of charged particles going across
a sequence of rf cavities leses energy by diffraction radiation. An extensive work and
research has been done during the sixities and early seventies.''? A& computer code (KN7C)
has also Dbeen generated to make estimates and analysis was carried out for a variety of
cavity geometries. In particular one caleulated the energy loss per unit length and per
particle and the longitudinal electric field extending behind the bunch of particles. It
wa3d found that both these quantities depend linearly with the teotal charge of the bunch.

At the same time these calculations were done the question arised to many people
whether it is possible to accelerate other particles following the exciting bunch at some
distance by reabsorbing at least a fraction cof the energy lost. The idea has been around
for quite sometime until Peryedentsev and Skrinsky wrote a paper® on the subject and
called the device a "Proton Xylstron"., Among other things, they proposed to accelerate
electons on the wake field of protons, both of them moving in the same direction through
a sequence of rf structure. They proposed several configurations on the best use of a
beam of protens tc lead the structure and their idea is still valid and we encourage the
reader of this note to read their paper. Neverthaless we Dbelieve the reference to
a klystron is not really appreopriate. Here we give a look on a different approach on how
to design a device which accelerate glectrons on the wake field of proton bunches. We

prefer to call this device a Wakeatron.

General ldea

Before going in too much detail let us first clear a point that must already appear
obvicus to the reader. Each proton in the leading bunch will lose an amcunt of energy

per unit length that we can write



where N is the number of protons in the bunch, e the charge either of a proton or an

electron, disregarding the sign, and i an effective length which describes the loss to

Lp
the rf structure and which depends on the cavities geometry and on the proton bunch
dimension and shape. An electron which follows at a convenisent distance will galin some
energy from that lost by the protons, but wiil 105¢ also some for the same reason and

which will be propertional to the total number Ne of electrons in the bunch. Therefore

we can write for the energy gain per unit length

N (2)

Here lG is an effective length wnlich describes the energy galn and depends on the

geometry of the structura, on the proton bunch dimensicns and shape and on the distance

of the electrons from the proton bunch. The two lengths A and ALe are equivalent and

Lp
the same, except that the dependence on the proton bunch dimensions and shape 1s replaced
by the dependence on the electron bunch dimensions and shape. It 1s seen that in order

to have an effective (positive) energy gain for the electrons there iz a limit ¢n the

number Ne of electrons that can be accelerated, that is

(3)

where Wo 15 the required energy gain.

In the following we will give some very approximate expressions for AG and AL' They

are very c¢ruclal for the design of the Wakeatron and to estimate its performance and
efficiency. Clearly a lot of work is {n progress and more will be done {n the future for
their estimate and optimization.

An inspeection of both (1) and (2) clearly shows the Wakeatron as a transformer
rather than an amplifier {(like {n the case of a Kylstron). Some kind of energy is
released to a media and transformed te another kind, the transformation ratio not
possibly exceeding unlty. HNevertheless the two lengths 2

and A, have different physical

G L

meanings and in principle, with the proper configuration of both bunches and with a



proper choice of the cavity geometry, 1t Is poasible to accelerate electrons at a rate
higher than the rate at which protons lose their energy. Of course not only {(3) has to
be satisfied but also the conservation of energy: the total power absorbed by the
electron bunch cannot be possibly larger than the total power lest by the protons. We
can then introduce a transformation efficiency as the ratio of the total energy gained by

the eleectron bunch to the total energy lost by the proton bunch
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At the very best a = 1, which, among other things, assumes perfectly conductive material
with no thermal losses. Therefore we like to emphasize again that the carseful estimate

of A, and A which is not really the scope ¢of this note, is essential.

G L’

Qutline of the Device

The Wakeatron which we describe next {a intended as a linear callider for electron

2 1

and positrons beams each with energy of 1 TeV and luminosity of 10%%cm *s ', We believe,
as we shall also argue next, that aiming to this performance is reasonable and that it
should not really be too difficult to attain. A higher performance is  though
questicnable, but larger energies are certainly possible, the main 1limitation prcbably
being the amount of real estate one is willing to invest con.

A possible lay-out of the Wakeatron is given in Flg. 1. 1t is made of two parts
identical to each other but arranged symmetrically to each other arcund the crossing
point where the two beams collide. One part is to accelerate electrons and the other
positrons. Each part is made of a proton source which generates tignht bunches in a
conventional way. There 18 an electron beam source at one side and a positron beam
source at the other. The acceleration of electrons and positrons takes place in the two
sections of the Wakeatron itself which are 1dentical to each other of the same rf
structure. The mode of operation we conceive 1s that cone proton bunch is extracted from
each side injected in thelr respective sectlon of rf gtructure ilmmediately followed by
either an electron or a positron bunch. This will occur at some repetition rate of which

all the socurces are to be adjusted to.



The Proton Source

Each proton source (s made ¢of a Linac, a Booster Ring, an Accelerator Ring and a
Shuttle Hing. The parameters for the componentsa are given in Table I. The Accelerator
Ring has a cycle of cne ramp per second and will deliver 4000 proton bunches to the
Shuttle Ring where they will be stored for a period of one second during which they will
be extracted one by one until the Shuttle Ring ls empty and ready to recelve a new locad
of 4000 bunches from the Accelerator Ring. This mode of operation will provide a
constant rate of £ = U000 encounters/second. The separation of bunches in the Ring
though will be 5 nsec and this obviously 13 of asocme concern for the design of an
extraction kicker, The proton sources have to deliver for cbvicus reasons very intense
and short bunches. We believe that 10'' protons per bunch should be possible with an rms
punch length Up = 1 om. For comparison the CERN-SPS has obtained 1.3x10'' protons in a
bunch with up < 10 em. The short bunch length can be achieved by raising the transition
energy and choosing large accelerating rf frequency and voltage, The proton beam energy
has been set to 100 GeV according to the following criterion. As we shall see a
luminosity flgure of 10%°% em * s ' will require a power of about 1 MW in either elsctron
or pogitron beam with a repetition rate of £ = 4000 s '; for efficiency consideration the
proton beam power ought to be much larger than this and we have chesen 10 MW which yields
the energy we have selected for the protons as shown also in Table I. From this point of
view, the minimum proton beam energy i3 10 GeV, unless one is willing to increasee the
number of particles per Dbunch well beyond what we believe is practical. On the other
hand it is obvious that larger energles are even more desirable because not only more
powWwer would be made available, but also the bunch dimensions can be furtherly reduced,
We believe that the energy of 100 GeV represents a good compromise when one also
considers <cost, magnets and reguired repetition rate. The parameters listgiven in Table
I is intended as an example. The design of the wWheole proton acurce walts clearly a more
detailed study which will make some of these parameters to change In order to meet the
beam specifications. In partlecular we believe that an individual ©bdunch area of
0.5 eV¥-3ec Iz large enough for the beam to be stable against microwave coherent
excitatlon, assuming a coupling empedance |Z/n| ~1 chm. Also the rms emittance, the same
in both planes, € = g2/8, = (10 ®)/Y is consistent with the assumptions for other

L
projects of the moment (8SC, LHC).



The Source for Electrons and Pcsitrons

The electrons and positrons sources are each made of a linac and a damping ring. To
generate positrons a target ls inserted between the two devices. Parameters are given in
Table II, and are intended as just an example, A more careful analysis 1is required to
optimize the design of the twe sources. Anyway, in principal, the linac will generate
bunches at the rate f = 4000 per seccond. To produce prositrons efficientiy an energy of
1.0 GeV should he more than adequate and the linac could belﬂadeoperating in the S-band
mode like SLAC which would give an overall length of abouft 100 m at a gradient of 10
MV /m.

The electron/positrcen bunches are then transferred in the damping ring where they
are kept «c¢lirculating for a while. The main function of the damping ring is to hold the
beam until it is "cocled" effectively by synchrotron radiation. We propose that there
are 100 bunches at any time ¢lrculating In the ring; slnce bunchas are to be extracted at
the rate of f = U000 per second, the time sach bunch will spend in the ring is 100/f = 25
msec. For the radiation effects to take over effectively we require the typical
radiation damping time corresponds to a fraction of the circulating time, for example 1/3
which i{s 8 msee. The parameters given in Table III would yield roughly an equilibrium
rms emittance ¢ = OZ/BL = (10 ®m)/Y similar to the proton beanm. For the
electron/positron bunch length we have taken an rma value a, = 1mm smaller than the
length of the proton bunches, The design of these sources should be rather

straight-foward and conventional.
The Wakeatron

Fig. 2 shows the geometry of the rf structure that makes the two sectlions of the
Wakeatron. It 1s made of a s=gquence of a very large number of identical cells with
cylindrical geometry. Both beams go through a central circular opening of diameter 2a.
The outer radius is b and assumed to be much larger than the gap width g. The walls of
the cavities are taken to be perfectly conductive with no thermal losses and their
thickness negligible compared to the gap width. The interfor of the cavities 15 rfilled
with good vacuunm.

& bunch of N particles each with electric charge e, rms longitudinal length 9y and

practically no {ransverse dimensionz loses an amount of energy when traversing the rf

energy, that is given by eg. {1) when expressed per unit length and per particle. It has



been estimated by several people’ that the effective length ias

= 2 2
Ay V2 a expla l/2g ) (5}

where we have also introduced an exponential factor to take {to account the longitudinal
extension of the bunch., Simllarly it s alsc possible to estimate the amplitude of the
wake field.? It is speculated that the energy galn for a particle following the primary

bunch has a form given by (2), with the effective length A, given by

G

Ag = % exp {c1llﬁgz) {(6)
In both (5) and (6] oy i3 the rms length of the bunch inducing the wake field. They are
expected o be valid in the 1limit b =+ =, that i3 for the case each cavity 1s made of two
infinite parallel planes. In egq. (6), ¢ is a ferm factor which depends on the cavity
geometry, the distribution of the primary bunch and on the distance between this and a
following particle to be acc¢elerated. It i3 expected & < 1, but this facter still
requiresa a better analysis and it is certainly one of the major parameters for
investigation, In particular it Is possible that e depends somewhat on the gap width g
and on the opening radius a, also in the limit b + =, For the time being we will consider
this constant as such and Independent of all other parameters; a polnt that waits
crucially for verification.
Inspection of both (5) and (&) shows already some results;

(1) Since one requires AG and AL small, it is seen that a small opening 13 wmore
effective. In prineiple this requires the smallest beam dimensions. The
emittance for both beams are given in Tables I and II and vertical as well as
harizontal focussing has toe he provided along the Wakeatren, eventually with
external means. Obviously the proten beam has the largest <transverse dimension;
one can achieve an rms crogs-section ¢ = 0.3 mm if the maximum value of the
amplitude lattice funection Bmax =10 m, which is not impossible. The
electron/positron bunch transverse dimensions are expected to be smaller. Of
course extreme care must be taken so that all the beams involved are kept stable
agalinat coherent excitation from beam loading and tranaverse modes, and that theair

eventual emittance growth can be effectively controlled to the desired value. To



allow encugh rocm for the proton beam we propese here a = ' mm. It is possible
for inatance to make the rf cavities as a stack of a large number of conductive,
parallel plates and let the proton beam itself to drill a hole through the
structure.

{i1) A very weak dependence on the energy is expected for both AL and kG as leng ag the
tWo beams are travelling at relativistic veloclties,.

{111} It seems that the gap Wwidth g enters only in the exponential factor where it is
compared to the rms bunch length oy One requires oy <g in which case both the
energy 10ss and the energy gain per unit length and per particle do not =eem to
depend on the gap width g, at least as long b >> g. This 18 a point that requires
verification and intensive atudy and it cculd be connected to the definition of
the form factor e.

(iv) It may seem that the exponential factors introduced in eqs. (5) and (6) are ad
hoe.  Actually they can be explicity derived.!’? CObserve the different dependence
on the exponent in the two equaticns; the dependence on oy is weaker for the
entergy gain, Thia can be easily explained by recalling that the energy loss is an
integral over the cavity volume of the square of the electric field, whereas the
energy galn is the electric field itself.

With (5) and (6), the transformation coefficient {(4) becomes

N
=

o = 2e? N

exp (521/232) (7

D :
As we have sald at the mest o = 1; in reality a fraction of the energy left behind by the
proten bunch will be dissipated in other ways. We assume here o = 0,4; an assumption
that ocught to be confirmed. Since, as we shall see later Ne = 3x10% particles per bunch

are required for & lumincsity of 10%%cm 2s 'at 1 TeV we need

e? exp (012/232) = 6,7 (8)

The rf cavities ought to be designed with a gap g 80 that (8) is fulfilled. This remains

to be proven. For the moment we can guess and propose



g =1 cm

e =2.0

and then it is proper to take for instance b = 20 em. The thickness of the material can
be taken to be T mm or less, All the other parameters can be esily derived and they are
listed in Table III. In particular the energy gain expected is 350 MeV/m which
corresponds to a length of almost 3 Km to achieve an energy 1 TeV. The protons would
lose about 26.5 MeV/m, that is a final energy of about 25 GeV at the end of the
Wakeatron.

A problem at this point arises. It is necessary that the two beams have as equal
velocities as possible so that the distance between the two bunches does not change more
than a fraction of the electron bunch length over the length of the accelerating
structure, If this s 3 Km, synchronism betwesn the two beams is completely lost. A
aingle argument is the following: in the case Ye >> Yp and both are constant, the

relative difference for the lengths travelled is

Even If we take Yp = 100 and L = 3000 m we obtain AL = 15 cm, which is too large. To
cope with this problem the schame cutlined in Fig. 1 should be changed; a possibility
being to divide the Wakeatron into several short stages next to each other. Each stage
should have a length short encugh to pregerve synchronism between the twoc beams.
Synchronism 1is then reatored from one 3tage to another with éigher multiple bunch
operation,® or by adjusting the path length of the two beams.

Another problem alsc of very serious concern is to keep both beams moving right on
the axis of the rf structure. Doint so one avoids excitatlon of transverse modes and the
possible instabliities that these can cause. It is certainly crucial to preserve the
normalized emittance generated by the electron/positron damping rings. We assume that
this is possible,

The performance of the linear collider is described inm Table IV. With the present
acheme where the energy of the protons is 100 GeV it is not possible to raise the energy
of the electrons or positrons beyond ? TeV., To do this larger proton energy 1s required.

For inatance to generate a 10 TeV e+ beam it seems that a 1 TeV proton bszam is required.
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To preserve the repetition rate of 4000 pulses per second the proteon source dimensions
have also Lo increase correspondingly (R ~10 Km). If cne can do this then also the
luminosity will increase if one assumes that the chosen normalized emittance is a truly
invariant. For instance a linear collider of 10 TeV x 10 TeV could generate a luminosity

of 10%%m 23 ',

Efficiency and Cost Censiderations

We expect the following requirements for the power needed to operate the collider,

Each Proton Source:

Beam Power 10 MW
Magnet Power 10 MW
RF Power 10 MW
TOTAL 30 MW

Each Electron Source:

Linac 3 MW
Damping Ring 3 MW
TOTAL 5 MW
Few MW will be also required for focussing and transpert along the Wakeatron. Therefore

we esatimate a total of 2x40 = 80 MW to cperate the entire device with the exe¢lusion of
the detector. The electron or positron beam we have described above is equivalent teo a
power of 2 MW (fer each beam) and the efficlency c¢an be estimated as the ratio
(2x2 MW)/80 W = 1/20, which is not a bad figure at all.

One can make also a very rough estimate for the cost of the entire device (again,

excluding the detector, in the following way):

Fach Proton Source 200 M3

Each Electron Source 25 M$

Each Section of RF Structure 100 M3
Transport, Transfer and Focussing

for Each Side 25 M$

TOTAL 350 M$

x 2
TOTAL PROJECT 700 M3

free af any rcontingencey and sscalaticn,
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Table I Parameters for the Proton Scurce
Componenta: Energy Radius
Linag 1 GeV -
Booster 1-10 CeV 100 m
Adccelerator Ring 10-100 CeV 1000 m
Shuttle Ring 100 GeV 1000 m

Cycle Rate:

Bogster 30 Hz

Accelerator Ring 1 Hz

RF Frequency Voltage
Booster 175-200 MHz 2 MV
Accelerator Ring 200 MHz T MV
Shuttle Ring 200 MHz 10 MV

Beam Parameters in the 3Shuttle Ring:

No. of bunches (= rf harmonic no.) 4000
Bunch-to-bunch separation 5 nsec
Rms bunch length 1 cm
Long phase space area {(95% of beam) 0.5 eV-gec
No. of proctons/bunch 101t
Normalized emittance (H and V) _

a’/BL (rms) 10 ¢ m

Table II Electron Positron Beam Sources

Linac:
Qutput Energy 1 GeV
RF 3 CHz
Damping Ring:
Energy 1 GeV
Average Radius i0nm
Packing Factor 50%
Dipole Field 8 kg
Betatron tune, w v ~15
upa. of bunches cqbculating 100
No. of particles/bunch 3x10°%
Radiation damping time 8 msec
0%/8, (H and ¥, assuming full coupling) 10 *m/Y
Rmé bunch length 1 mm
Time internal between {ndividual
bunch extraction 25 msec
Energy Loss 20 KeV/turn
RE:
Frequency S00 MHz

Voltage 100 kV



Table III The Wakeatron RF Structure

Cavities:
Gap width, g
Iris radius, a
Quter radius, b
Wall thickness (copper)

Effective loss length, AL
Effective gain length, k"p
Tranaformation coefficleft, a
Form factor, &

Energy Loss per proton
Energy Gain per electron/positron
Energy Loss per electron/poaitron

Total length of the rf-structure

12

1 cm
1 mm

26.5 MeV/m
350 MeV/m
1.3 MeV¥/m

2x3 km

Table IV Collider Performance

Luminosity
Repetition rate, f
No. of particles/bunch, N
s *
R%évs-emittance, a*/8
H and V, assuming %ull coupling
Energy per bheam
Rms beam spet, o *
Rms bunch length,‘g
Disruption parameter, D
Energy spread due to Beamstrahlung
Power in each beam

10%2em 23 ¢
i KhHz
3x10°?
5 mm

10 ¢m/
1 Tev
500 A°
1 mm

1

3%

2 MW
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FIG. 1 LAY-OUT OF AN ELECTRON-POSITRON LINEAR COLLIDER WHICH MAKES USE OF THE
[DEA OF ACCELERATING ELLCTRONS AND POSITROMS ON THE WAKE FIELD OF [NTEMSE
PROTCN BUNCHES.

FIG, 2 CONCEPTUAL DESIGN OF AN RF STRUCTURE TO ACCELERATE
ELECTRONS OR POSITRONS ON THE WAKE FLELD OF AN INTENSE
PROTON BUNCH {PROTON KLYSTRON, WAKEATRON).



